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Overhaul GF10, GF11 &
GF12 to enable secure and
weather-tight storage

GF9: Remove door surround and
enlarge to remove overhead hazard.

GF5/6/7: Renovate toilet block and
lobby with commercial grade
non-slip flooring.

Generally: Internally insulate
exterior walls with breathable
insulation + plasterboard finish.

GF2/3: Remove or repair all rotten
floor joists and boards; replace with
commercial grade timber flooring.

GF2: Replace existing bench seats
with new. Remove 1920's fireplace
to original fire place and install
wood burning stove.

GF2: Replace modern bar with new
extended bar to cover new entrance
to cellar stairs.

GF2: Remove existing staircase and
install new staircase in opposite
orientation. Remove modern stud
wall and last three stairs and install
new entry to cellar.

GF2 & 3: Where possible, remove all
modern fire-shutters.

GF3/4: Form new door opening into
kitchen to enable in and out service.

GF2: Install new service lift
to basement level.

Existing window to be retained

GF8: Remove bench seats and
replace with new. Remove 1920's
brick fireplace and install wood
burning stove in original opening.

GF9: Renovate and french polish
existing bar. Remove timber bar
back shelves, renovate + reinstall
behind copper fronted bar in
Function Room FF2.

GF8: Remove modern stud wall and
extend main bar.

GF9: Remove modern stud-wall.

GF3: Remove fake chimney breast.

GF4: Replace flooring with
commercial grade non-slip. Line
walls and ceiling with commercial
grade lining. Any fittings found of
historic value will be retained in situ.

GF4: Remove dumb-waiter
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