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Bio-Diversity Enhancement Plan as proposed
Scale 1 : 200 @ A1

Notes: -

*Aco drain to prevent surface
water run off onto highway.

Hatching indicates extent of
shared private drive.
Tarmac.

Denotes 1.8m CB timber
fence - proposed
boundary treatment
abutting existing boundary
treatment within site
boundary.
Location shown
indicatively on site plan.

Existing levels.

143.50 Proposed levels.

Tree Protection Area - to
be fully in accordance with
the Arboricultural Survey
Report & Method
Statement.

143.50

Denotes 1.2m post and rail
fence.
Location shown
indicatively on site plan.

Implementation and maintenance guidelines
General

All plants shall conform to BS3936 and be in accordance with the national plant
specification. Supplying nurseries shall be registered under the HTA Nursery
certification scheme. All plants shall be packed and transported in accordance
with the code of practice for plant handling as produced by CPSE. Planting shall
not be carried out when the ground is water logged, frost bound or during periods
of cold drying winds. All bare root stock shall be root dipped in an approved water
retained polymer.

If the formation level is compacted it should be ripped through before top soiling.
Recommended top soil depths are 300mm for shrubs and 150mm for grass.

Ornamental shrubs and trees

Ground preparation
Where necessary treat the existing weeds with a glyphosate based herbicide and
allow a suitable period as recommended by the manufacturer for this to take
effect. A general purpose slow release fertilizer at the rate of 75gm/m² and tree
planting and mulching compost at the rate of 20L/m ² are to be incorporated in to
the top 150mm of top soil during final cultivation's. All extraneous matter such as
plastic, wood, metal and stones greater than 50mm in any dimension shall be
removed from site.

Tree pits to the specified size are to be excavted and the base broken up a further
150mm with the sides well scarified to prevent smearing. All trees up to and
including selected standards are to be supported with single 75mm dia. stakes. All
root ball,container grown and trees over heavy standard size shall be double
staked. Stakes should be driven 500mm into undisturbed ground before planting
the tree taking care to avoid underground services and cables etc.

Planting
Shrubs and hedges are to be set out as shown on the drawing and all planted into
the prepared soil at the specified centres with minimal disturbance to the rootball
and well firmed in.

Trees are to be placed into the pits and back filled with top soil incorporating slow
release fertilizer and tree planting and mulching compost as specified. Firm trees
in well and secure with proprietry rubber tree ties and spacers.

Water in all tress and shrubs at the end of each day of planting.

Spread ornamental pinebark mulch to a depth of 75mm across all the new
planting areas insuring ground cover plants are not buried.

Aftercare
A 5 year aftercare for the maintenance and management of the landscaping;
residents are to provide a replacement tree / shrub of the same species and size
as that originally planted within a period of 5 years from its date of planting,
removed, uprooted, destroyed, dies or becomes seriously damaged / defective.

Grass

Preparation
The area to be seeded shall be sprayed out with glyphosate herbicide and
cultivated to a depth of 100mm removing all weeds, debris and stones over 25mm
dia. The surface shall be raked to smooth flowing contours with a fine tilth,
incorporating pre seeding fertilizer at 70g/m².

Seeding
Grass seed shall be sown in April during calm weather and not when the ground is
frost bound or water logged. Seed shall be sown to two equal sowings in
transverse directions at 35 g/m². After sowing the contractor shall lightly rake the
seed into intimate contact with the soil.

Initial Cut
When newly seeded areas reach 50mm they should be lightly rolled and cut to a
height of 30mm. All arisings shall be removed. Any bare patches shall be made
good at this time. Seeded areas shall be cut for a second time when the grass
reaches 50mm high.

B Recycle & waste bins

Paving

Turfed lawn.

Existing trees to be
retained.

G 1.8m CB timber gate..

Existing trees to be
removed.

Existing hedge to be
retained.

Existing hedge to be
removed.

Planting

New landscaping to
comprise of a mixture of
flowers and shrubs  to
attract invertebrates for
example: -

Evening primrose,
Sweet rocket,
Honeysuckle,
Lavender,
White Jasmine,
Dog Rose,
Sweet Briar.

Existing building to be
demolished.

AIR QUALITY ASSESSMENT

We have considered air quality as part of this development.
The Development Classification is Minor.
Mitigation measures to consider under Type 1 could be the following: -
1. Consideration of operations to control emissions  for both the demolition and construction phase of the development - refer

to IAQM Guidance on assessment of dust from demolition and construction.
2. Provision of Electric Vehicle Recharging.
3. All gas fire boilers to meet a minimum standard of 40mgNOx/kWh or consider alternative heat sources.

Denotes 1.2m CB timber
fence.
Location shown
indicatively on site plan.

Bio-diversity Enhancement Plan

Outline planning permission was given for this development, subject to Condition 4, which states that:

“No development shall commence on site above slab level until details of measures to enhance the biodiversity of the site as a
consequence of the development, together with a timescale for implementation have been submitted to and approved by the
Local Planning Authority. The works thereafter shall proceed in accordance with the approved details.

Reason: In the interests of realising a biodiversity enhancement of the site in accordance with the National Planning Policy
Framework.”

OBJECTIVES

The ideal enhancement objectives for the site are as follows:

1. Maintain commuting routes for hedgehog.

2. Increase nesting opportunities for common bird species

3. Increase habitat diversity for invertebrate species

ENHANCEMENT MEASURES

1. New fencing to include either a) a hole of 13cm x 13cm at the bottom of the fence or b) a hedgehog friendly gravel board
which are precast or cut to allow hedgehogs to pass through.

2. Install one integrated  Swift Nest brick to plots 1, 2, 3 & 4, installed fully in accordance with manufacturers details and
ideally on and east / west face, under the eaves / overhang, not over windows or vents and set at least 5m above ground level.

3. Provide suitable soft landscaping to encourage high invertebrate activity with grassed and planted areas. Refer to
landscaping schedule on the drawing for planted areas and species.

PROGRAMME

Year 01

Install Swift Nest boxes as works proceed.

Seed grassed area and undertake landscaping as work proceeds.

Year 02

Continue the seed grassed areas of the site and undertake landscaping as work progresses.

Monitor bird nesting boxes.

Monitor establishment of landscaping.

Year 03

Continue the seed grassed areas of the site and undertake landscaping as work progresses.

Monitor bird nesting boxes.

Monitor establishment of landscaping.

Hedgehog commuting routes

Swift Nest Bricks

9m easement to culvtered water
course.

Area of drive to be gravel /
chippings

Area of hard landscaping
indicated on site plan as
paths / ramps / steps.

CULVERT WATER COURSE
KEY:

Approx line of assumed
1200mm dia culverted drain

6m offset line.

DO NOT SCALE THIS DRAWING.  THE CONTRACTOR IS DEEMED TO HAVE CHECKED ALL DIMENSIONS
ON SITE AND REPORT ANY DISCREPANCIES TO OGLESBY & LIMB LTD.                                               
THE CONTENTS OF THIS DRAWING ARE COVERED BY COPYRIGHT AND REMAIN THE PROPERTY OF
OGLESBY & LIMB LTD.  WRITTEN APPROVAL MUST BE OBTAINED FROM OGLESBY & LIMB LTD PRIOR
TO DUPLICATION OR REPRODUCTION OF THIS DRAWING OR ITS CONTENTS.                                     
ANY DIMENSIONS NOT SHOWN ARE TO BE CHECKED AND AGREED WITH OGLESBY & LIMB LTD.      
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DISCHARGE OF CONDITIONS

November 2021 1:200 at A1

RCW AJO

P03

Proposed residential development on land off
Common Side Road, Old Leake, Boston,
Lincolnshire, PE22 9PR

Suite 1 Market Chambers

100mm80mm60mm40mm20mm0m 10mm

20m10m5m0mSCALE 1 : 200
SCALE 1 : 1

15m

Hedgehog Friendly Concrete Gravel Board Hedgehog Friendly Timber Gravel Board Swift Nest Box

REV P02 26.01.22 RCW
Plots 4 & 5 moved back to accommodate the easement of the
culverted watercourse. Ramp and stepped approach amended.

REV P03 09.02.22 RCW
Redline plan amended.
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